
CORRIGENDUM / CLARIFICATION

Sl No Reference Specification HPCL CLARIFICATION

1

Final Tender document 28 O&D 

Locations.>INDICATIVE BILL OF 

MATERIAL>page no:28>Line 

item:12

8 Port Layer 2 Unmanaged switch 

with accessories(IP 66 Box etc)

Approved Makes:Cisco

Accepted makes : HP / Linksys / D-

Link /Cisco

2

Final Tender document 28 O&D 

Locations.>INDICATIVE BILL OF 

MATERIAL>page no:28>Line 

item:5 & 6

Wireles specs. mentioned in the RFP 

that only for Frequency range 2.4 

GHz.- 2.497GHz. (2.4GHz)

5.8 GHz also Accepted

3

Final Tender document 28 O&D 

Locations.>6.2. SOLUTION 

OVERVIEW>page no:16>6.2.2

A network, comprising an 8-port & 

16 ports switch

Consider only 8 Port Switches for 

unmanaged switch

4
6.2.7 and Page No. 17 of 32 page 

Tender document .

Video Management Server should 

receive MPEG-4 signals.

Recording streams may be in 

H.264 signal

5 Scanning System Interlacing 2:1. Digital Sensor Accepted

6 Compression Not Mentioned
Recording streams may be in 

H.264 signal

7
High Speed Day/Night IP Dome 

camera
Interlacing 2:1. Digital Sensor Accepted

8 Presets 100 Presets upto 80 are accepted

9
Specifications of Equipment of 

CCTV System

IP outdoor PTZ Pick Up Device 

CMOS or better
CMOS & CCD are accepted

10
Specifications of Equipment of 

CCTV System

IP outdoor PTZ Image Compression 

H.264 MPEG4, MJPEG

Recording streams may be in 

H.264 signal

11
Technical specifications>Layer 2 

unmanaged switch.PDF>Page 1

Operating humidity:20% to 95%, 

non condensing

Accepted : 10% to 80% ,non 

condensing

12
Technical specifications>Layer 2 

unmanaged switch.PDF>Page 1

Storage humidity:5% to 90%, non 

condensing

Accpeted : 10% to 90% , non 

condensing 

13
Technical specifications>Layer 2 

unmanaged switch.PDF>Page 1

OS:windows 95/98/Me/NT 

4.0/2000/XP

Please Read OS as Server 2008 / 

windows 7 or later versions

14
Annexure -1 point no. 15 Pole - 10 meter incl wireless 

Tower 

10 meterGI  poleof 4 inch 

Diameter  for cameras

15
Technical Specification of 

IVR 

Micro-controller based Chip based IVR system also  

accepted

16

Annexure ‑1 point no. 7 & 9

Server Hardware (with 10 TB HDD) 

with accessories /CAT‑6 cable etc 

Client Computer with 19'' Flat screen 

monitor. Approved makes for the 

same are "DELL, LENEVO, HP or 

equivalent"

Pl read the   Accepted make as  

follows : DELL, HP, Lenovo  only.

17
Technical specification for Fixed 

cameras Shutter speed: 1/1,00,000
Accepted upto 1-1/10,000

18
Technical Specification of PTZ 

Camera

Pan Speed: 0.1 deg/sec to 400 

deg/sec, adjustable through 

software

Accepted : 0.1 deg/sec to 

100deg/sec

19
Technical Specification of PTZ 

Camera

Tilt Speed: 400 deg/sec, adjustable 

through software
Accepted : 0.1 deg/sec to 

100deg/sec



20
6.DETAILED SCOPE OF WORK 6.3. SYSTEM OVERVIEW Requirement is 8 port L2 

unmanaged switch & 24 port 

Layer 3 managed switch

21 6.DETAILED SCOPE OF WORK 6.3. SYSTEM OVERVIEW Online UPS will be required

22

TECHNICAL SPECIFICATION 

TECHNICAL SPECIFICATION OF L-3 24 

PORT SWITCH

VEDOR MAY QUOTE AS PER 

GIVEN TECHNICAL SPECIFICATION. 

ALTERNATELY THEY MAY QUOTE 

CISCO MODEL NO 3560 X


