UTP CABLE

S.N

FEATURE

REQUIRED PARAMETERS

Compliance

Deviations, if
any

[uny

CAT6 S/FTP CABLE

Pair-shielded 100 Ohm installation cable with overall braided
screen, suitable for transmission frequencies of up to 650 MHz,
4 x 2 x0.56 mm. All the individual pair should be foiled.

Compliant with standards ISO/IEC 11801 2nd Ed., EN 50173-1:
May 2007 (DIN EN 50173-1), DIN 44332-5, IEC 61156-5 2nd Ed.,
EN 50288 x-1, 10Gbase T in acc. With IEEE 802.3an: June 2006,
tested and certified by independent laboratory.

Low-smoke in acc. With IEC 61034, flame-retardant in acc. With
IEC 60332-1 and halogen-free in acc. With IEC 60754-2.

Cable shield: S/FTP

Number of conductors : 8

Stranding: 4P

Cable jacket material: LSZH

Cable jacket characteristics: cable, metal-free

Maximum permissible — 70 mtrs for one point to another.

Make

Cisco, R & M, Nortel, 3Com & equivalent

POWER CABLE

S.N

FEATURE

REQUIRED PARAMETERS
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Type of cable:

Copper Cable

N

Voltage Rating:

Up to and including 1100 volts

w

Construction

3 sq. Mm multi stranded annealed bare electrolytic grade
copper conductor.

4[Primary insulation: |Extruded PVC compound as per IS
5831 type C

5|Inner Sheath: Extruded PVC compound type ST2

6|Outer Sheath: Extruded PVC compound, type ST2

Armour over inner
sheath:

Galvanized steel wire for UAD less than 13 mm, Galvanised
steel strip for UAD greater than 13 mm Dimensions as per
table 5 of IS

8|Core Identification: |Red, Yellow & Blue
3 Cores:
9|make Polycab, Finolex or equivalent




