5 KVA online interactive UPS for Server with % hrs battery back-up

SI.No

Specification

Compliance

Remarks if any

[any

Input Frequency 50/60 Hz +/- 3 Hz (auto sensing)

N

Input Connections type IEC

w

Input voltage adjustable range for mains operation

IN

Output Power Capacity:

a) 5000 VA.

b) 600 VA.

Max Configurable Power:

a) 5000 VA,

b) 600 VA.

)]

Nominal Output Voltage 230V .

~

Interface Port DB-9 RS-232, Smart Slot, USB

Shall Includes: CD with software, Smart UPS signaling
RS-232 cable, USB cable, User Manual

Output Voltage Configurable for 220, 230 or 240
nominal output voltage.

10

Output Voltage Distortion Less than 5% at full load.

11

Output Frequency (sync to mains) 47 — 53 Hz for 50
Hz nominal,57 — 63 Hz for 60 Hz nominal.

12

Crest Factorupto5:1

13

Waveform Type Sine wave

14

Battery Type :Maintenance-free sealed Lead-Acid
battery with suspended electrolyte : leak proof

15

Typical recharge time 3 hour(s)

16

Typical Backup Time at Half Load 20.6 minutes (335
Watts)

17

LED status display with load and battery bar-graphs
and On Line : On Battery : Replace

18

Battery : and Overload Indicators

19

Alarm when on battery, distinctive low battery alarm
, configurable delays

20

Operating Environment 0—40 °C..

21

Operating Relative Humidity 0 — 95%

22|Storage Temperature -15-45°C
23|Storage Relative Humidity 0 — 95%
24[Cooling- Forced air cooling.

25

Regulatory Approvals C-tick, CE, EN 50091-1,EN
50091-2, GOST, VDE

26

Approved Makes: Approved Makes: APC, Tata
Liebert, Microtek, Likert, Numeric.




