HIGH SPEED DAY/NIGHT IP DOME TYPE PTZ CAMERA

Sr. No.

FEATURE

REQUIRED PARAMETERS

Vendor to
specify exact
values as per
model offerred

Compliance
(Yes/No)

Pickup Device

1/3 “, Progressive Scan CMOS or
better (sensor shall be sony, sharp

1
or equivalent as approved by HPCL)
2|Pixels Total pixels: 752(v) x 582 (H)
Television PAL/NTSC.
SYstem

4 Scanning system

Interlacing 2:1

Sync system

Internal / External

Horizontal
6| :

540TVL

Min. illumination

0.1 lux — day at coloured mode,

7| 0.01 lux — night (B/W) ( With IR cut
filter)
Power 30W Max (with heater 65W)

Consumption

9 Protection Level

P66

10[S/N Ratio More than 50dB
11|AGC Off/Auto with limit
12|Iris Auto / Manual iris
13|Lens Digital Zoom: 10 X or better
14|Optical Zoom 35x(3.4-119mm)
Day & Night  Automatic switch over from daylight|
Operation color operation to a higher
15| sensitivity night monochrome mode
when the light levels fall below an
adjustable threshold level
Glare from Street lights should not
affect quality of video at night
16|Presets Minimum 100
Programmable  |Minimum 3
patterns
18] Pan range 360° endless (Adjustable through
software)
19 Tilt range 0° to 90°(Adjustable through
software)
Pan speed Variable between 400° per second
20 continuous pan to 0.1° per
second(Adjustable through
software)
2] Tilt speed 400° per second(Adjustable through
software)
22|Zoom speed 2.1Sec(1to35x)
Power source Power to be sourced from UPS of
adequate capacity 12V DC/230 V.
23 AC. 3 Phase/1 phase AC supply will

be provided by HPCL (230+/- 10%)V

Surge protection

Min. Elctrical & signal surge
protection,Shall be built-in or device|

24 with specified models
shall be available
Operating 0°Cto +50 °C ( 90 %)
25|temperature,
Humidity
Housing P66 certified, weather-resistant
2| package. Having In-built surge &
limited lightening protection
27 View material Polycarbonate / Tempered glass /
Acrylic plastic, Vandal Proof
28|Connectivity Ethernet
Mounting wall mount, roof (parapet) mount,
29| mast (pole) mount, corner mount
and pipe mount versions
30| Certification CE & FCC
31 Image H.264 MPEG-4, MJPEG
Compression
) Protocols TCP/IP, HTTP, HTTPS,FTP,
SMTP,NTP
33[Alarm Input 2 channel signal input
34[Alarm Output 2 channel relay output

Alarm Actions

Preset 1-100 , Terminal Output ,
Notification on Client

35

Max Image|PAL : 704X576 / NTSC : 704X480
36 Resolution

Frame Rate 25 fps(704x576)/30 fps (704x480)
37|

PTZ Control
Protocol

Pelco-P, Pelco-D

38
39(1/0 Points 1 Input & 1 Output point.
The cost of camera shall include all
the required accessories,
40(Accessories connectors, viz. POE connectors etc.

required to connect camera with
CAT-6 cable

41

Make

|Axis/Panasonic/Sony/Mobotix/Bosc
h/Pelco ( VMS/VAS suppliers can
quote their own brand also )




