7.5. Outdoor License Free Ism
Band Radio Wave Communication

Unit with WMS For

CPE (Client Unit) with Integrated
Antenna.

Specifications :

—_

'WLAN standard with IEEE 802.11b and IEEE 802.11g Station inter-operate with license-free
ISM band compliant Access Point.

[S*]

Radio Scheme with 802.11g:OFDM(64QAM,16QAM,QPSK,BPSK) and
802.11B: DSSS(CCK,DQPSK,DBPSK).

18]

Frequency range 2.4 GHz.- 2.497GHz.

IS

Number of Channels North America: 11 Channels(US, Canada),ETSI:13 Channels(Most
European Countries), TELEC:14 Channels(lapan).

n

RF Output power stepping with 802.11b: 20dBm (100mW) - 27dBm (500mW) @ 11Mbps
,802.11g: 17dBm (50mW) - 24dBm (250mW) @ 54Mbps.

O\

Sensitivity with 802.11g: -75 + 2dBm @ 54Mbps and 802.11b: -91 + 2dBm @ 11Mbps.

~J

Operation Mode supported for Wireless Access Point, AP Client (Ethernet to WLAN Bridge),
'WDS( Wireless Repeater; P-to-P, P-to-MP Bridge), Wireless Router AP Client with Routing
function (WISP Mode), Universal Repeater.

o0

Multiple Management Technologies supported for Web GUI, SSH SNMP Discovery Tool

\O

Up-to-date Security Technologies supported with 64bit & 128bit WEP Encryption, WPA
Personal and WPA Enterprise with TKIP and / or AES , WPA for 802.1x and WPA-PSK, WPA2
/ 802.11i Password Protection, MAC Filtering, Hidden SSID Broadcast,

10

Integrated Antenna with 14dBi.

11

Build-in Ethernet surge Protection

1

[S*)

Unit should produce a powerful 41dBm of EIRP That is adjustable for meet the power

requirement of various links.

1

5]

VolP-Friendly QoS with Bandwidth Management, IP ToS .

14

Power supply supported for Power over Ethernet , and 48VDC/0.4A.

1

n

Operating Environment supported for Temperature -30°C - 60°C and Humidity 1090%
(non-condensing). Watertight and Weatherproof design with IP66/67.

1

=)}

Certification with FCC and CE.

1

~J

System OS Support Windows 95/98/Me/NT4.0 /2000

1

OO

Unit Should support Point to Point transmission of min 2 Kms

7.6. Outdoor Unit with License
Free Ism Band Radio Wave
Communication and WMS

For Central Main Unit.

Specifications :

_

WLAN standard with IEEE 802.11b and IEEE 802.11g Station inter-operate with license-free
ISM band compliant Access Point.

[\)

Radio Scheme with 802.11g:OFDM(64QAM , 16QAM,QPSK,BPSK) and 802.11B:DSSS(CCK,
DQPSK, DBPSK).

)

Frequency range 2.4 GHz.- 2.497GHz.

o~

Number of Channels North America: 11 Channels(US, Canada),ETSI:13 Channels(Most
European Countries), TELEC:14 Channels(lapan).

N

RF Output power stepping with 802.11b: 20dBm (100mW) - 27dBm (500mW) @ 11Mbps
,802.11g: 17dBm (50mW) - 24dBm (250mW) @ 54Mbps.

N

Sensitivity with 802.11g: -75 + 2dBm @ 54Mbps and 802.11b: -84 + 2dBm @ 11Mbps.




Operation Mode supported for Wireless Access Point , AP Client (Ethernet to WLAN Bridge) ,
'WDS( Wireless Repeater; P-to-P, P-to-MP Bridge), Wireless Router AP Client with Routing
function (WISP Mode), Universal Repeater.

o0

Multiple Management Technologies supported for Web GUI, SSH SNMP Discovery Tool

\O

Up-to-date Security Technologies supported with 64bit & 128bit WEP Encryption, WPA
Personal and WPA Enterprise with TKIP and / or AES , WPA for 802.1x and WPA-PSK, WPA2
/ 802.11i Password Protection, MAC Filtering, Hidden SSID Broadcast,

Integrated N-Type Antenna Connector.

Build-in Ethernet surge Protection

VolP-Friendly QoS with Bandwidth Management, IP ToS.

Power supply supported for Power over Ethernet, and 48§VDC/0.4A.

Operating Environment supported for Temperature -30°C - 60°C and Humidity 1090%
(non-condensing). Watertight and Weatherproof design with IP66/67.

Certification: FCC and CE.

System OS Support Windows 95/98/Me/NT4.0 /2000

Unit Should support Point to Point transmission of min 2 Kms




