SPECIFICATIONS OF EQUIPEMENTS OF CCTV SYSTEM

FIXED DAY/ NIGHT IP BOX TYPE HD CAMERA
Vendor to specify N
Compliance
Sr. No. |FEATURE REQUIRED PARAMETERS exact values as per
(Yes/No)
model offered
1/3“, Progressive DSP CCD/CMOS color
1|Pickup Device image sensor (sensor shall be sony,
sharp or equivalent as approved by
HPCL)
2|Pixels Total pixels: 1280(v) x 1024 (H)
Television PAL & NTSC
System
4(Scanning system |Interlacing 2:1
5|Sync system Internal / External
Horizontal 720 lines in colored mode or better @
Resolution 25FPS(pal), 30 fps(NTSC)
0.5 lux — day at colored mode, 0.12 lux -
7|Min. illumination [Color SENS UP 0.03 lux — night
(Mono SENS UP) ( With IR cut Filter)
Digital, Auto/Manual Selectable.
8|Shutte
uteer Speed : 1 -1/1,00,000 seconds
El i
lectronic On/off
Exposure
10|S/N Ratio More than 50 dB
I
11|/me8e H.264/MPEG-4, Dual Stream
Compression
12|lIris Auto / Manual iris
13|Lens Veri-focal megapixel lens
3.5-12 mm or better (Vendor
14 Lens Focal to specify focal length of camera offered
Length & confirmation about range of view
required)
Automatic switch over from daylight
. color operation to a higher sensitivity
Day & Night
15 anerati;i night monochrome mode when the light
P levels fall below an adjustable threshold
level
Power to be sourced from UPS of
adequate capacity 12V DC /230 V AC. 3
16 (P
ower source Phase/1 phase AC supply will be
provided by HPCL (230+/- 10 % )V
17 Operating
temperature & [0 °C to +50 °C ( 90%)
Humidity
IP66 certified, weather-resistant
18 package. . Having In-built surge &
limited lightening protection
Housing / Dome
alumininum / S.S. body
Easy cable routing
Tamper Resistant
Continuous low power window defroster
Wiper
19 I
Certifications CE& FCC
20|View material Polycvarbonatg / Tempered glass / acrylic
plastic or equivalent
21|POE As per IEEE 802.3af
22|Connectivity Ethernet, RS 485 / Open IP STANDARD
23|Mounting As per site condition / Pole
24| Audio features Audio unidirectional streaming with
mute feature
Min. Electrical & signal surge protection.
25|Surge protection [Shall be built-in or device compatible
with specified models shall be available
Motion detection, object removal, Object
26|In-built analytics [counting, Abandoned object, Camera
sabotage, Trip wire ,Crowding, Tailgating
32|Aspect ratio Compatible for HD ( 16:9)
33|Security Password protected
Ethernet / Support protocol 802.3 and
34 Supported |ETF Standards, 10/100 Base-T Ethernet,
Protocols RTP/RTCP,TCP, UDP, ICMP, SNMP, HTTP,
FTP, TELNET, MULTICAST, ARP and IGMP.
35/1/0 Points 1 Input & 1 Output point.
The cost of camera shall include all the
. required accessories, connectors, viz.
36|Accessories "
POE connectors etc. required to connect
camera with CAT-6 cable
Axis/Panasonic/Sony/Mobotix/Bosch/Pel
37|Make co ( VMS/VAS suppliers can quote their
own brands also )




